Please note that the ‘Top HiFi system referred to in the below documentation is the Loudspeaker system - BMW Professional Option 677:

[image: image1.png]3.2.3. Top HiFi system

The following graphic shows the speakers and the amplifier of the HiFi System Professional. The
speakers are powered with 7 x 50 watts for the midrange speakers and tweeters and 2 x 125 watts for
the bass speakers.

In the F10, the ampilifier in the HiFi System Professional is equipped with what is known as a load-log-
ic separation. Here, the electronics of the amplifier are supplied and connected via a separate volt-
age line. The line is specially protected against short-term voltage dips and thus prevents failure of the
electronics in the event of a short-term voltage dip.
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Explanation
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Tweeter, front centre

Mid-range speaker, front centre
Tweeter,front right door

Mid-range speaker,front right door
Woofer, under right front seat

Mid-range speaker,rear right door
Tweeter,rear right door

Mid-range speaker,rear window shelf, right

Tweeter,rear window shelf, right




[image: image3.png]Index Explanation

10 Top-HiFi amplifier

1 Tweeter, rear window shelf, left

12 Mid-range speakerrear window shelf, left
13 Tweeter,rear left door

14 Mid-range speaker,rear left door

15 Woofer, under left front seat

16 Mid-range speaker(front left door

17 Tweeter,front left door





[image: image4.png]Even though the diameters of the speakers in the HiFi and HiFi System Professional are the same,
there are differences in the performance of the speakers. This is achieved by the use of different mate-
rials for the diaphragms, coils and magnets.

The Top HiFi system supports playback of multichannel formats. Multichannel audio formats can be
played back with the player in the CIC or with the 6x DVD changer.

The HiFi system has twelve speakers while the Top-HiFi system has 16 speakers each with different
auxiliary amplifiers.





